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GENERAL NOTES

1. INSTALL ONE FUSED DISCONNECT FOR EACH NEW VALVE OPERATOR NEAR EACH OPERATOR.
FUSED DISCONNECT SHALL BE HEAVY DUTY, 30 AMP, NEMA 4X, STAINLESS STEEL. EATON DH361
FWK. PROVIDE 3 FUSES FOR EACH DISCONNECT: LITTELFUSE FLSK12 ID.

2. MOUNT FUSED DISCONNECTS 5' ABOVE GRADE ON 1 ½” X 4” GALVANIZED STEEL CHANNEL SIMILAR
TO EXISTING VAL-4443 DISCONNECT.

3. INSTALL THREE #8 AWG POWER CONDUCTORS AND ONE #10 AWG GROUND CONDUCTOR IN 1 ¼”
CONDUIT FROM THE LINE SIDE OF VAL-4443 DISCONNECT TO THE LINE SIDE OF VAL-4444
DISCONNECT.

4. INSTALL THREE #10 AWG POWER CONDUCTORS AND ONE #10 AWG GROUND CONDUCTOR IN 3/4”
CONDUIT FROM THE LINE SIDE OF VAL-4444 DISCONNECT TO THE LINE SIDE OF VAL-4445
DISCONNECT.

5. INSTALL THREE #12 AWG POWER CONDUCTORS AND ONE #12 AWG GROUND CONDUCTOR FROM
THE LOAD SIDE OF EACH NEW DISCONNECT TO EACH NEW VALVE OPERATOR.

6. INSTALL TWO #10 AWG POWER CONDUCTORS AND ONE #10 AWG GROUND CONDUCTOR IN 1”
CONDUIT FROM THE EXISTING RECEPTACLE ON THE WEST SIDE OF THE LIGHT POLE TO TWO NEW
RECEPTACLES NEAR THE NEW VALVE ACTUATORS.

7. 480 VOLT POWER CONDUCTOR COLORS SHALL BE BROWN, ORANGE, AND YELLOW WITH GREEN
GROUND.

8. 120 VOLT POWER CONDUCTOR COLORS SHALL BE BLACK AND WHITE (NEUTRAL) WITH GREEN
GROUND.

9. EXPOSED CONDUIT SHALL BE RIGID GALVANIZED STEEL OR PVC COATED RIGID GALVANIZED
STEEL.

10.  UNDERGROUND CONDUIT SHALL BE SCHEDULE 40 PVC. TRANSITION CONDUIT FROM EXPOSED TO
UNDERGROUND SHALL BE PVC COATED RIGID GALVANIZED STEEL.

11.UNDERGROUND CONDUIT SHALL BE BURIED 24” TO 30” DEEP WITH RED LOCATING TAPE 12” ABOVE
THE CONDUIT. DO NOT ENCASE CONDUIT IN CONCRETE.
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1-1/4" CONDUIT ± 350'
POLYMER CONCRETE

HANDHOLE/VAULT
WITH COVER TIER 22

EXISTING VALVE #4443

EXISTING VALVE #4442

1" CONDUIT ± 100'

SINGLE RECEPTACLE SINGLE RECEPTACLE

EXISTING LIGHT POLE
W/ RECEPTACLE

EXISTING RECYCLE
PUMP STATION NO. 2

EXISTING RECYCLE
PUMP STATION NO. 1

EXISTING FWW
CLARIFIER

EXISTING CONDUIT
& CONDUCTOR

EXISTING MCC-WW

A
C1



MAIN BREAKER VAL-4441 VAL-4442 VAL-4443 VAL-4444 VAL-4445
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TOP OF WALL
EL. 4722.5'

TOP OF CONC.
EL. 4709.13'

24" VALVE OPERATOR
PROTECT IN PLACE

1-1/4" THICK ALUMINUM GRATING
PROTECT IN PLACE

36" VALVE OPERATOR
REMOVE AND REPLACE

36" AWWA C504 BFV
REMOVE AND REPLACE

24" BFV
PROTECT IN PLACE

NOTES

1. EAST BACKWASH LAGOON OUTLET BOX IS IDENTICAL
TO THAT SHOWN WITH ORIENTATION SYMMETRICAL.

WEST RECLAIM BASIN OUTLET BOX PLAN VIEW
SCALE: 1" = 50'-0"

WEST RECLAIM BASIN OUTLET BOX SECTION VIEW
SCALE: 1" = 50'-0"
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